
The 12 station U 20100 tube filler is 
 designed for optimal production output   
and features an integrated high capacity 
tube loader, with no change parts, which 
 provides extended time between bulk tube 
  re-loading. A spacious working area is easy 
to access due to an integrated electrical 
panel and a movable tubes magazine.
The U 20100 tube filler is equipped with 
an innovative lightweight dosing pump 
that does not require any tools for its 
disassembly. Romaco Unipac offers a wide 
range of large or miniature volume pumps 
and dosing systems for extreme low or high 
dosing applications.
Depending on the composition of the 
products, Ceramic or Teflon coating of the 
valve and pump are available as an option. 
Where required the product hose, the 
dosing pump, the piston and the nozzle can 
be heated. Brush-less motors can be used 
for driving the motion of the diving nozzle 
and the dosing pistons.

Highlights
•	Compact footprint
•	Modular tube closing systems
•	Quick and repeatable change over
•	 Lightweight dosing pumps, easy to 

 disassemble and clean 
•	Servo motors for driving dosing pump and 

diving nozzle 
•	 Independently driven hot air system for 

added flexibility 

Series U 20100 from Romaco Unipac



Technical Data Unipac 20100

Max mechanical speed (tubes/min) 110

Working stations on turntable 12

Filling volume, in ml 3 ÷ 270

Tubes diameter – Aluminium, in mm 10 ÷ 40

Aluminium tubes over 40 mm diameter On request

Tubes diameter – PE/Laminate, in mm 10 ÷ 50

Tubes length, in mm  60 ÷ 250

Net weight (approx), in kg 1.200


